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 ROYAL  RED  CLEANER /DEGREASER 

ROYAL RED DEGREASER  is a heavy duty cleaner and 
degreaser with cleaning power that in specific applications 
equals or exceeds many solvent based products.  
 
This product is highly effective at removing organic soils 
such as greases, petroleum oils, and fatty oils in a variety 
of applications. 
 
CUSTOMER BENEFITS  
 

• Biodegradable Product with dilution 5: 1 

• Quickly cuts and emulsifies all types of grease and oil. 

• Removes many adhesives and paint residues. 

• Low-hazard. Low toxicity. Nonflammable and water 
soluble. 

• Safer alternative to ketone, benzene, chlorinated, 
aromatic and other aggressive solvent cleaners. 

• Easy application with brush or low pressure spray. 

 
APPLICATIONS 
It’s perfect for prepping greasy, grimy floors in 
warehouses, manufacturing plants, machine shops and 
other industrial sites for protective treatments and 
coatings that improve floors’ appearance and 
performance, and extend service life. 
 
Scours widespread oil and grease films, adhesive tape 
residues and rubber tire marks and scuffs from concrete 
floors. ROYAL RED DEGREASER   cuts through greasy fuel 
and oil residues and atmospheric soiling without using the 
harsh acids, caustics and solvents common to many other 
industrial degreasers. 
 
ALWAYS TEST a small area of each surface to confirm 
suitability and desired results before starting overall 
application. Test with the same equipment, recommended 
surface preparation and application procedures planned 
for general application. 

 
    TYPICAL PHYSICAL CHARACTERISTICS 
 

Specifications / Especificaciones  
Form Clear Red 
Specific Gravity 1.01 
PH 8.0 – 9.0 (concentrate) 
WT/GAL 8.40 lbs 
Active Content Not applicable 
Total Solids Not applicable 
Voc Content <1% 
Flash Point >212°F (>100°C) ASTM D 3278 
Freeze Point  19°F (–7°C) 

 
 

 

 

 

 

These are typical values subject to stringent industry tolerances. 
Consult the Material Safety Data Sheet (MSDS) for safety and 
handling information.  
 

 

 Consult the Material Safety Data Sheet (MSDS) for safety and 
handling information.  

 

Estos son valores típicos sujetos a las tolerancias estrictas de la Industria. 
Para el manejo del producto consulte la hoja de seguridad (MSDS) 
 

 

 Consult the Material Safety Data Sheet (MSDS) for safety and handling 
information.  

 

 

ROYAL RED DEGREASER  es un limpiador de alta resistencia 
y desengrasante con poder de limpieza,  que en 
determinadas aplicaciones,  es igual o superior muchos 
productos que contienen disolventes. 
 
Este producto es muy eficaz en la eliminación de suciedad 
orgánica como grasas, aceites de petróleo, aceites grasos y 
en una variedad de aplicaciones. 
 
BENEFICIOS PARA EL CLIENTE 
 

• Producto Biodegradable  con dilución 5:1 

• Reduce rápidamente y emulsiona todo tipo de grasa y 
aceite.  

• Elimina muchos adhesivos y residuos de pintura.  

• Bajo-peligro. Baja toxicidad. Soluble en agua.  

• Más seguro alternativa a cetona, benceno, disolventes de 
limpieza agresivos clorados, aromáticos y otros.  

• Fácil aplicación con brocha o pistola de baja presión. 
 

APLICACIONES 
Es perfecto para la limpieza de pisos grasosos y sucios  en 
almacenes, fábricas, talleres mecánicos y otros sitios 
industriales,  para tratamientos de protección y 
revestimientos que mejoran la apariencia y el rendimiento  
de los pisos y la extensión de su  vida útil. 
 
Remueve las películas difundidas de aceite y grasa, los 
residuos de cinta adhesiva y las marcas de llantas y marcas 
de pisos de goma y concreto. ROYAL RED DEGREASER   
corta a través de combustible lubricante, los  residuos 
grasos y suciedad atmosférica sin necesidad de utilizar los 
ácidos fuertes, cáusticos y disolventes comunes a muchos 
otros desengrasantes industriales. 
 
SIEMPRE PRUEBE una pequeña área de cada superficie 
para confirmar la idoneidad y resultados deseados antes de 
comenzar la aplicación en general. Prueba con el mismo 
equipo, se recomienda procedimientos de preparación y 
aplicación de superficies previstas para su aplicación 
general. 


